








Specifications

Thermo Scientific Ramsey Series 17

Ramsey 10-17 Weighbridges
Weighspan

Frictionless Pivots

Weighbridge Construction

Load Cells

Total Deflection

Clearance Requirements

Four-idler standard minimizes belt effects; Two-idler version optional for +0.5% accuracy

Trunnion-type; Sealed units are completely impervious to vibration, moisture and material build-up

Rigid mechanical tube construction

Two super-precision strain gauge load cells mounted in tension for stability and reduction of misalignment errors
Less than 0.127 mm (0.005 in)

Fits any standard conveyor; No space required above belt line

Load Cells

Quantity Two in parallel

Enclosure Environmentally-protected “S” type cell
Mounting Tension

Excitation 10 VDC +5%

Output 3mV/V+0.1%

Non-Linearity <0.03% FS

Non-Repeatability 0.01% FS

Hysteresis <0.02% FS

Process Instruments

Operating Temperature

-54°C to +93°C (-65°F to +200°F)

Temperature Sensitivity

Span 0.0014% FS/°C (0.0008% FS/°F)

Zero 0.0027% FS/°C (0.0015% FS/°F)

Overload

Safe to 150% of load cell capacity; Ultimate to 300% FS; Sideload 50% FS

Rating

FM approved for Class Il, Div 1 & 2, Groups E, F & G; NTEP Type Ill, 5000 Divisions; OIML R60

Ramsey 60-12 Digital Speed Sensor

Type Digital, brushless

Mounting Direct to 15.88 mm (0.625 in) diameter stub shaft on tail pulley, bend pulley or return roll
Housing Weather-tight, epoxy finish, cast aluminum

Mounting Hardware Supplied with coupling, restraint arm and restraint spring

Shipping Weight 3.6 kg (8 Ib)
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