


Ramsey Mercury-Free Tilt Sensor Controls
The sensor consists of a control unit and a tilt probe.
Due to the nature of the stabilizing electronics, tilt probes cannot be used without a controller.

20-35-NM-F-4x SST—Field Mount Control
(IP65/NEMA 4x)
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20-35-NM-DIN—DIN Mount Control
20-35-NM-F —Field Mount Control (IP65/NEMA 1)
(IP65/NEMA 4)

Ramsey Mercury-Free Tilt Sensor Probes

20-59-NM 20-55-NM-P 20-54-NM-SS 20-52-NM
Standard 1 in. Nickel Plated 1in. Light Weight 1 in. Stainless Steel Probe 2 in. Heavy Weight Probe
Cast Ductile Iron Probe Plastic Probe




Tilt Sensor Probe Models

371.6 mm
(14.63 in)
209.6 mm
(8.251n)
63.5mm 33.3mm
(25in) (1.3in)
337.6 mm

(13.291in)

20-59-NM

2152 mm
(8.47 in)

26.7 mm
(1.051n)

427.9 mm
(16.85in)

20-55-NM-P

-

20-54-NM-SS

260.4 mm
(10.25in)

254 mm
(1.01n)

318.6 mm
(1254 in)

-

188.1 mm
(7.41in)

33.3mm
(1.31n)

20-52-NM

High Level

High Pile

Low Level

Plugged Chute

Material Flow




Specifications

Thermo Scientific Ramsey Mercury-Free Tilt Sensors

Probes

Temperature Rating All models -40°C (-40°F) to +50°C (+122°F)

Protection All models IP67 (NEMA 4x)

Mounting Hardware All models Hanger and two S-hooks included

Certifications All models CSA, CE

Hazardous Area Certifications Approvals Pending

Controllers

Input Power All models 115/230 VAC, 50/60 HZ

Alarm Contact Rating 20-35-NM-F (2) SPDT—10 Amp@115/230 VAC, 7 Amp@30 VDC non-inductive
20-35-NM-F-4X (2) SPDT—10 Amp@115/230 VAC, 7 Amp@30 VDC non-inductive
20-35-NM-DIN (1) NO—2 Amp@115/230 VAC, 3 Amp@24VDC

Fault Contact Rating All models (1) NO—rated for 2 Amp@115/230 VAC@24VDC

Time Delay All models 1,2, 4, or 6 seconds selectable by jumpers

Temperature Rating All models -40°C (-40°F) to +50°C (+122°F)

Protection 20-35-NM-F IP65 (NEMA 4)
20-35-NM-F-4X IP65 (NEMA 4X)
20-35-NM-DIN IP20 (NEMA 1)

Certifications All models CSA, CE

Hazardous Area Certifications Approvals Pending

20-35-NM-DIN Mounting Dimensions

~<— 112.0mm (4.41 in) —»‘

119.0 mm 450 mm
(4.68 in) (1.77 in)

20-35-NM-F Mounting Dimensions

[<— 158.8 mm (6.25in) —= \

< 101.6mm(40in) 2x @7.9mm
(0.311in)

Conduit Holes

(by Customer)
2223 mm 135 mm
(8.75in) (5.31in) 1
(Type 4x)
122.2 mm 95.2 mm
(4.811n) 1 (3.751n)
209.6 mm (Type 12, 4) ﬁ;m
(8.35n) LA

143 38.1 mm (1.50in)
.o mm
= as0in)
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Australia
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+61(0) 8 8234 3772 fax

Canada
+1(905) 888-8808
+1(905) 888-8828 fax

Chile

+56 (0) 2-335-3388
+56 (0) 2-335-1590 fax
China

+86 (0) 21 6865 4588
+86 (0) 21 6445 7830 fax

Germany
+49 (0) 208-824930
+49 (0) 208-852310 fax

India
+91 (20) 6626 7000
+91 (20) 6626 7001 fax

Italy
+39 02-959514-1
+39 02-953200-15 fax

Netherlands
+31(0) 76-579-5555
+31(0) 76-571-4958 fax

Poland
+48 (0) 22 651 7530
+48 (0) 22 651 7535 fax

South Africa

+27 (0) 11-609-3101
+27(0) 11-609-3110 fax
Spain

+34(0) 91 484 59 65
+34(0) 91 484 35 97 fax

United Kingdom
+44(0) 1788-820300
+44(0) 1788-820301 fax

United States

+1(800) 227-8891
+1(763) 783-2525 fax
+1(763) 783-2500 direct
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