


It’s All About Capability
• Application Knowledge

• Process Improvement

• Global Solutions with 
Local Service and Support

Converger (not pictured)
Combine or merge products into one lane
Several lanes of product can be combined into one lane for
sequencing or segregation by using the converger. Smooth transfers
assure product integrity and a variety of distribution patterns can 
be selected to suit your application.

Specification

Maximum Capacity 1.5 kg (3.3 lb)
Maximum Speed  660 cpm
Accuracy ± 0.5 g @ 400 cpm

• Various distribution patterns are selectable
• Can be used with checkweighers, case packers, 

wrappers and other packaging machines
• Various models are available according to requirements
• Robust Design for Durability
• Custom Sizes According to Application

A
ccessory

Equipm
ent

• AC9000 Plus Controller

• Kinetic Weighing System

• Sanitary Design 
for Easy Cleaning

• High Accuracy

• No Moving Parts in 
Weigh Section for 
Low Maintenance

Teorema Can Checkweigher
Suitable for cans in dry or wet environments.
The Teorema is a special-application checkweigher designed 
for high velocity canning operations. The high accuracy 
of the Teorema is unique due to the patented load cell design. 
The Teorema meets the accuracy guidelines according 
to USA HB 44 and Europe’s R51.

Channelizer
Separate or sort products into various categories
Channelizers can solve many material handling 
issues when sorting or classifying is required. 
The Thermo Scientific channelizers are designed 
for trouble-free operation and easy integration.

• Various control systems are available
• Divide one lane into as many as five lanes
• Various models are available according 

to requirements
• Heavy Duty  Design for High Throughput 
• Sanitary Design for Easy Cleaning
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Glossary of Terms
Filler Feedback
Automatic process control to adjust the filler based on weight trends
detected by the checkweigher.

Moving Average Tracker
Checkweigher automatically adjusts cutpoints to track moving average
due to piece weight change when product item count is important.

Multi-Product Mode
Allows for up to five different product types to be run at random across
the same checkweigher at the same time.

Multi-Filler-Head Monitoring
Checkweigher tracks the weights from each filler head of a multi-head
filler, maintaining separate statistics for each.

Tare/Gross Operation
Two checkweighers connect so that one weighs the empty container
and provides a dynamically varying tare weight to the second that
weighs the filled container.

Reject Verification
The checkweigher monitors to ensure that packs detected as out 
of weight are actually physically removed from the line.

21CFR Part 11
Enhanced user security and change tracking/traceability to the FDA’s
‘electronic signature’ requirements.

SPC statistics
Displays X-Bar-R, Pie-chart and Histogram/bell curve reporting for both
short and long term statistics.
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