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Material ldentification
"SWA" is a registered tradenmark of DuPont.

Cor por at e MSDS Nunber : DU004507
For mul a : CHO F2/ CH3CHF2/ CHO FCF3

Conpany ldentification

MANUFACTURER/ DI STRI BUTOR
DuPont Chem cal Sol utions Enterprise
1007 Market Street
W mi ngton, DE 19898

PHONE NUMBERS
Product Information : 1-800-441-7515
Transport Emergency : CHEMIREC 1-800-424-9300
Medi cal Emer gency . 1-800-441- 3637

Component s
Mat eri al CAS Number %
"SUVA"' MP39 (R-401A)
*  METHANE, CHLORODI FLUORO- (HCFC-22) 75-45-6 53
ETHANE, 1, 1-DI FLUORO (HFC-152a) 75-37-6 13
*  ETHANE, 2-CHLORO- 1,1, 1, 2- TETRAFLUCRO 2837-89-0 34
(HCFC- 124)
"SUVA"' MP66 (R-401B)
*  METHANE, CHLORODI FLUORO- (HCFC-22) 75-45-6 61
ETHANE, 1, 1-DI FLUORO (HFC-152a) 75-37-6 11
*  ETHANE, 2-CHLORO- 1,1, 1, 2- TETRAFLUCRO 2837-89-0 28
(HCFC- 124)

* Disclosure as a toxic chemical is required under Section 313 of

Title I'll of the Superfund Anmendnents and Reauthorization Act of 1986

and 40 CFR part 372.
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Potential Health Effects

I nhal ati on of high concentrations of vapor is harnful and
may cause heart irregularities, unconsciousness, or death.
Intentional msuse or deliberate inhalation my cause death
wi t hout warning. Vapor reduces oxygen avail able for
breathing and is heavier than air. Liquid contact can cause
frosthite.

HUVAN HEALTH EFFECTS:

Skin contact may cause frostbite from exposure to the
[iquid. Inhalation may include nonspecific disconfort, such
as nausea, headache, or weakness; or tenporary nervous
system depression with anesthetic effects such as dizziness,
headache, confusion, incoordination, and |oss of

consci ousness.

Hi gher exposures to vapors may lead to these effects:
tenporary lung irritation effects with cough, disconfort,
difficulty breathing, or shortness of breath; tenporary
alteration of the heart’s electrical activity with irregul ar
pul se, pal pitations, or inadequate circulation; abnornal

ki dney functon as detected by |laboratory tests; or fatality
from gross overexposure. Individuals with preexisting

di seases of the central nervous system cardiovascul ar
system |lungs or kidneys may have increased susceptibility
to the toxicity of excessive exposures.

Carci nogenicity Information

None of the conponents present in this naterial at concentrations
equal to or greater than 0.1%are listed by | ARC, NTP, OSHA or ACGEH
as a carcinogen.

First Aid
| NHALATI ON

If high concentrations are inhaled, inmediately renove to fresh
air. Keep person calm |If not breathing, give artificia
respiration. |If breathing is difficult, give oxygen. Call a
physi ci an.

SKI'N CONTACT

Flush skin with water for at |least 15 mnutes after excessive
contact. Seek nedical assistance if irritation is present. Wsh
contam nated cl othing before reuse. Treat for frostbite if
necessary by gently warm ng affected area.
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(FI'RST Al D MEASURES - Conti nued)
EYE CONTACT

In case of contact, immediately flush eyes with plenty of water
for at least 15 minutes. Call a physician.

| NGESTI ON
Ingestion is not considered a potential route of exposure.
Not es to Physi ci ans
Because of possible disturbances of cardiac rhythm catechol an ne

drugs, such as epinephrine, should only be used with speci al
caution in situations of emergency life support.

# Fl ammabl e Properties

Flash Point : No flash point
Flammable Limts in Air, % by Vol une:
LEL . None per ASTM E681
UEL . None per ASTM E681

Autoignition: 681 C (1258 F) R 401A
685 C (1265 F) R-401B

Fire and Expl osi on Hazards:

Cylinders may rupture under fire conditions. Deconposition
may occur.

Contact of welding or soldering torch flame with high
concentrations of refrigerant can result in visible changes
in the size and color of torch flanes. This flanme effect
will only occur in concentrations of product well above the
recommended exposure limt, therefore stop all work and
ventilate to disperse refrigerant vapors fromthe work area
bef ore using any open fl ames.

R-401A and R-401B are not flammable in air at tenperatures
up to 100 deg C (212 deg F) at atnopspheric pressure.

However, m xtures of these products with high concentrations
of air at elevated pressure and/or tenperature can becone
conbustible in the presence of an ignition source. These
products can al so become conbustible in an oxygen enriched
envi ronnent (oxygen concentrations greater than that in
air). Wether a mxture containing these products and air
or these products in an oxygen enriched at nosphere becones
conbusti bl e depends on the inter-relationship of 1) the
tenperature 2) the pressure, and 3) the proportion of oxygen
in the mxture. |In general, these products should not be
allowed to exist with air above at nospheric pressure or at
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(FI RE FI GHTI NG MEASURES - Conti nued)
hi gh tenperatures; or in an oxygen enriched environnent.
For exanple: these products should NOT be mixed with air
under pressure for |eak testing or other purposes.
Experi mental data have al so been reported which indicate
conbustibility of HCFC-22, a conponent in these products, in
t he presence of chlorine.
Exti ngui shing Medi a
Use nedi a appropriate for surrounding material
Fire Fighting Instructions
Cool tank/container with water spray. Self-contained breathing

apparatus (SCBA) nmay be required if cylinders rupture or rel ease
under fire conditions.

Saf eguar ds (Personnel)
NOTE: Revi ew FI RE FI GHTI NG MEASURES and HANDLI NG ( PERSONNEL)
sections before proceeding with clean-up. Use appropriate
PERSONAL PROTECTI VE EQUI PMENT duri ng cl ean-up
Ventilate area, especially | ow or enclosed places where heavy
vapors mght collect. Renove open flames. Use self-contained
breat hi ng apparatus (SCBA) if large spill or |eak occurs.

Spill dean Up

Conply with Federal, State, and local regulations for reporting
rel eases.

Handl i ng (Personnel)
Avoi d breathing vapors or mist. Avoid contact with eyes or skin
Use with sufficient ventilation to keep enpl oyee exposure bel ow
recommended limts.

St or age

Store in a clean, dry place. Do not heat above 52 C (126 F).
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Engi neering Controls

Use sufficient ventilation to keep enpl oyee exposure bel ow
recormended limts. Local exhaust should be used when | arge
amounts are rel eased. Mechanical ventilation should be used in

l ow or enclosed places. Refrigerant concentration nonitors nay be
necessary to deternine vapor concentrations in work areas prior to
use of torches or other open flanes, or if enployees are entering

encl osed ar eas.
Personal Protective Equi prent

Li ned butyl gl oves should be used to avoid prol onged or repeated
exposure.

Chemi cal splash goggl es should be available for use as needed to
prevent eye contact.

Under normal manufacturing conditions, no respiratory protection
is required when using this product.

Sel f-cont ai ned breathing apparatus (SCBA) is required if a large
rel ease occurs.

Exposure Cui delines

Appl i cabl e Exposure Linmts
METHANE, CHLORODI FLUORO- ( HCFC- 22)

PEL (CsHA) . None Established

TLV  (ACA H) : 1,000 ppm 3,540 ng/nB, 8 H. TWA, A4
AEL * (DuPont) : None Established

ETHANE, 1, 1-DI FLUORO (HFC-152a)

PEL (CsHA) : None Establi shed

TLV  (ACd H) . None Established

AEL * (DuPont) : 1000 ppm 8 Hr. TWA
WEEL (Al HA) : 1000 ppm 8 Hr. TWA
ETHANE, 2-CHLORO 1, 1, 1, 2- TETRAFLUCRO

PEL (CsHA) : None Established

TLV  (ACd H) . None Established

AEL * (DuPont) : 1000 ppm 8 & 12 H. TWA
WEEL (Al HA) : 1000 ppm 8 Hr. TWA

* AEL is DuPont’'s Acceptable Exposure Limt. Were governnentally
i nposed occupational exposure limts which are [ower than the AEL

are in effect, such imts shall take precedence.

5
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(Applicable Exposure Limts - Continued)
Exposure Cui deline Conments
Appl i cabl e Exposure Limts for M xtures:

"SWA" MP39 (R-401A)
Estimated AEL * (DuPont) : 1000 ppm 8 & 12 Hr. TWA **

"SWA" MP66 (R-401B)
Estimated AEL * (DuPont) : 1000 ppm 8 & 12 Hr. TWA **

** Estimated AEL is cal cul ated according to Appendi x C of

The ACGE H Handbook "THRESHOLD LIM T VALUES for Cheni cal
Subst ances and Physical Agents"

Physi cal Data

Boi | i ng Poi nt

of Saturated Liquid : -33 C (-27 F) "SUVA" MP39

Vapor Pressure

of Saturated Liquid : 112.1 psia @25 C (77 F) "SUVA" MP39
Vapor Density : 3.3 (Ar=1.0) @25 C (77 F) "SUVA" MP39
Liquid Density : 1.194 g/cnB @25 C (77 F) "SWA" MP39
Boi | i ng Poi nt

of Saturated Liquid : -34.6 C (-30.3 F) "SUWA" MP66

Vapor Pressure

of Saturated Liquid . 118.8 psia @25 C (77 F) "SUVA" MP66
Vapor Density 3.2 (Ar=1.0) @25 C (77 F) "SUVA" MP66
Liquid Density : 1.193 g/cnB @25 C (77 F) "SWA" MP66
% Vol atil es : 100 W%

Evaporation Rate . >1 (Cd 4=1.0)

Solubility in Water : 0.1 W% @25 C (77 F)

Qdor : Ether (slight).

Form : Liquified Gas.

Col or : Clear, Colorless.

Chemical Stability
St abl e.
Conditions to Avoid

Avoi d open flames and hi gh tenperatures.
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(STABI LI TY AND REACTIVITY - Conti nued)
I nconpatibility with Gther Materials

Inconpatible with alkali or alkaline earth netals - powdered Al,
Zn, Be, etc.

Deconposi tion
Decomnposi tion products are hazardous. This material can be
deconposed by high tenperatures (open flames, glow ng netal
surfaces, etc.) form ng hydrochloric and hydrofluoric acids, and
possi bly carbonyl hali des.

Pol yrmeri zati on

Pol yrmeri zation will not occur.

The blend is untested.
CHLORODI FLUCROVETHANE ( HCFC- 22)
I nhal ati on 4-hour LC50: 220,000 ppmin rats

The conpound is a skin irritant and a slight eye irritant, but is

not a skin sensitizer in aninals.

Ef fects from single high exposures include central nervous system

depressi on, anesthesia, rapid breathing, |ung congestion and

m croscopic liver changes. Cardiac sensitization occurred in dogs
at 50,000 ppmor greater fromthe action of exogenous epi nephri ne.

No toxic effects or abnormal histopathol ogi cal observations

7

occurred in rats repeatedly exposed to concentrations ranging from

10, 000 to 50,000 ppm (v/v). Long-term exposures to 50,000 ppm

(v/v) of vapors produced organ wei ght increases and a decrease in

body wei ght gain, but no increased nortality or adverse
hemat ol ogi cal effects.

In chronic inhalation studies, HCFC-22, at a concentrati on of

50, 000 ppm (v/v), produced a small, but statistically significant

i ncrease of late-occurring tunors involving salivary glands in
mal e rats, but not female rats or nale or fenale mce. |In the

same studies, no increased incidence of tunbrs was seen in either

speci es at concentrations of 10,000 ppm or 1000 ppm (v/vV).

Long-term adm ni stration in corn oil produced no effects on body
wei ght or nortality.
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(TOXI COLOG CAL | NFORMATI ON - Cont i nued)

HCFC- 22 was nmutagenic in sonme strains of bacteria in cel
cultures, but not in mammalian cell cultures or aninmals. It did
not cause heritable genetic damage in mamal s.

A slight, but significant increase in developnental toxicity was
observed at hi gh concentrations (50,000 ppm) of HCFC- 22, a
concentration which al so produced toxic effects in the adult
animal . Based on these findings, and other negative devel opnent al
studi es, HCFC-22 is not considered a unique hazard to the
conceptus. Studies of the effects of HCFC 22 on nal e reproductive
performance have been negative. Specific studies to evaluate the
ef fect on fenal e reproductive perfornance have not been conduct ed,
however, limted informati on obtained from studies on

devel opnental toxicity do not indicate adverse effects on female
reproductive perfornmance at concentrations up to 50,000 ppm

DI FLUORCETHANE ( HFC- 152a)

I nhal ation 4-hour ALC : 383,000 ppmin rats
Oral ALD : >1,500 nmg/kg in rats

Effects of a single exposure to high |evels include Iabored
breathing, lung irritation, |ethargy, incoordination and |oss of
consci ousness. Cardiac sensitization occurred in dogs exposed to
a concentration of 150,000 ppmin air and given an intravenous
epi nephrine challenge. Effects of repeated exposure include

i ncreased urinary fluoride, reduced kidney wei ght, and reversible
ki dney changes.

Effects of a single high oral dose include weight |oss and
| et har gy.

Tests in animals denbnstrate no carcinogenic activity or

devel opnental effects. Tests in animals for reproductive effects
have not been perforned. This conpound does not produce genetic
damage in bacterial cell cultures but has not been tested in

ani mal s.

CHLOROTETRAFLUORCETHANE ( HCFC- 124)
I nhal ation 4-hour ALC : >230, 000 ppmin rats

The effects in animals fromsingle inhalation exposures by

i nhal ati on include central nervous systemeffects, anesthesia and
decreased bl ood pressure. Cardiac sensitization occurred in dogs
exposed to a concentration of 2.5%in air and given an intravenous
epi nephrine chall enge. Repeated exposures produced increased
I1ver weights, anesthetic effects, Irregular respiration, poor
coordi nati on and nonspecific effects such as decreased body wei ght
gain. However, no irreversible effects were seen as evi denced by
hi st opat hol ogi ¢ eval uati on
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(TOXI COLOG CAL | NFORMATI ON - Cont i nued)

Tests in animals suggest no devel opnental toxicity potential
HCFC- 124 was not mutagenic in bacterial and manmal i an cel
cultures or whol e ani mal studies.

Ecot oxi col ogi cal I nformation
Aquatic Toxicity:

HCFC- 22
48 hour EC50 - Daphnia magna: 433 ng/L

Wast e Di sposa

Treatment, storage, transportation, and di sposal nust be in
accordance with applicable Federal, State/Provincial, and Loca
regul ations. Recover by distillation or renpve to a pernitted
wast e di sposal facility.

Shi ppi ng I nfornmation

DOT/ | MO | ATA
Proper Shi ppi ng Name . Liquefied Gas, N.O'S
(Chl or odi fl uor onet hane and
Chl orot etraf | uor oet hane)
Hazard C ass » 2.2
UN No. . 3163
Label (s) : Nonfl ammabl e Gas

Shi ppi ng Cont ai ners

Tank Cars.
Cylinders.
Ton Tanks.

U S. Federal Regul ations

TSCA I nventory Status . Reported/Included.
TITLE 111 HAZARD CLASSI FI CATI ONS SECTI ONS 311, 312
Acut e . Yes

Chroni c : No
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( REGULATORY | NFORMATI ON - Cont i nued)

Fire : No
Reactivity : No
Pressure . Yes

HAZARDOUS CHEM CAL LI STS

SARA Extrenely Hazardous Substance: No
CERCLA Hazar dous Subst ance . No
SARA Toxi ¢ Chem cal - See Conponents Section

NFPA, NPCA-HM S

NPCA-HM S Rati ng

Heal t h 1
Flammability . 0
Reactivity 1

The data in this Material Safety Data Sheet relates only to the
specific material designated herein and does not relate to use in
conbi nati on with any other material or in any process.

Responsi ble for MSDS : MsDS Coor di nat or

> . DuPont Chemical Solutions Enterprise
Addr ess : WImngton, DE 19898
Tel ephone . (800) 441-7515

# I ndi cates updated section
This information is based upon technical information believed to be
reliable. It is subject to revision as additional know edge and
experience i s gained.

End of MSDS



